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2 iR Summary

2.1 ARSI P R A R MU 22 Atk e 45 T THT A A
This document contains general customer requirements and those of specific electrical, mechanical and safety
for this product.

3  HRESK Technical requirements

3.1 Z4&Ap#E  Safety Standards
Japan: Japan: #2555 )\ [JET6108-61010-10061

3.2 Input

Rated Input Voltage 100-240Vac

Operating Range 90-264Vac

Rated Input Frequency 50/60Hz

Rated Input Current 0.5A

Input Power (No Load) 0.1W Max

Primary Current Protection Over current protection: Electric current fuse
3.3 Output

Rated Dc Output Voltage >V Max NoLoad

5.0VE5% Load 3000mA

Over Current Protection 110-130% @Vin=90-264Vac

The line regulation is less than =£1% while measuring at rated

Line Regulation _ .
load and +5% of input voltage changing
Ripple =200mVp-p
Switching Efficiency 81. 4% minimum @ input 115AC/230VAC to meet DOE6
DC Plug d2.1*5.5%9.5(EIAJ)
DC Cord 20AWG UL2464 L= 1500mm Black
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3.4 AT EEM: K T EFEH] Reliability and Quality Control
[ Electrical Test Items ]
Item Conditions Criteria
1 | Leakage Current Measure the leakage current between Primary and Secondary | Less than 250 ¢ A

when adding rated input.
AC input = Rating voltage (100/240V)

2 | ESD Test

1.Test is conducted at room temperature/humidity.(25°C, RH
50-60%)

2.Test set is 150pF/150(2.

3.(1)4KV:Contact discharge test. +phase: 3times, —phase:
3times, total: 6times. (2)X8KV:Air discharge test. +phase :
3times, —phase: 3times, total: 6times.

(Note) After each ESD test, it should be discharged.

No malfunction (must be
in spec after test).

1.Test is conducted at room temperature/humidity.(25°C, RH
50-60%)

2.Test set is 150pF/150(2.

3.(1)£6KV:Contact discharge test. + phase: 3times, —phase:
3times total: 6times. (2)Z10KV:Air discharge test. + phase:
3times, —phase: 3times, total: 6times.

(Note)After each ESD test, it should be discharged.

No destruction

ESD Test
(Ability test)

1.Test is conducted at room temperature/humidity.(25°C, RH
50-60%)

2.Test condition: 150pF/150€).

3,Contact discharge / Air discharge

4,Load: 1)no load 2)rated load

5. Impressing 10 times continuously to plus and minus each.
6,Discharging once after impressing 10 times (To confirm the
capacity of unit up to the unit destroyed)

It confirms at which
voltage value the adapter
breaks.(Note: Not part of
qualification)

3 Hi-POT test

Condition=AC3000V, 1min.
Test place=Between AC blade and DC plug
Sensitivity current=10mA

No malfunction. (damage,
arc, breakdown etc)

4 Insulation

DC500V, Imin. Between AC blade and DC plug

More than 100M ()

3.Measure the surface temperature of the adaptor

4.T ambient = The room temperature

5.Condition: Until it carries out temperature saturation (the
definition of temperature than 1°C in 1 hour).

resistance
5 | Temperature Rise 1.Apply rating input voltage(100/240V), Housing surface
Test 2.Load: Charge actual Cellular phone Temperature rise is less

than 45K.
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1.Apply rating input voltage(100/240V), Housing surface
2.No Load Temperature rise is less
3.Measure the surface temperature of the adaptor than 15K.
6 | Input over / under Apply voltage=(rating input voltage)x(1£30%) No destruction

Impressed time : 24h

7 | EMI/Conducted Telephone stand by mode with rapid-charge condition Conform to:
Emission FCC 47CFR Part 15 Class B
J55014-1
8 | Surge IEC61000-4-5 No destruction.

1.2x50ps 1.0KV Positive and negative all three times, Current
limiting impedance 100 Q, Time interval 30 seconds min.

[ Environmental Test Items ]

Item Conditions Criteria
1 | Temperature range | Electrical performance guarantees temperature range:
0C to40°C No abnormal
. . hani
Electrical performance not guarantees working temperature appfe arance, Mechatie
range: -20°C to 50°C prriotmance of
¢ . . electric performance
Storage temperature range: -30 Cto 80°C
2 | High Temperature 1. Temperature 80°C for 96 hours.
Leave 2. After that test, test set is left in normal temperature, humidity
condition for more than 1hour, then evaluate.
3 | Low Temperature 1. Temperature -30°C for 96 hours.
Leave 2. After that test, test set is left in normal temperature, humidity
condition more than 1(hour), then evaluate.
. F—— - No abnormal
4 | High Temperature 1. Temperature 50°C, air moisture 90-95% RH for 96 hours. appearance. mechanic
Humidity 2. After that test, test set is left in normal temperature, humidity pp ’
.. . performance or
condition more than 30min, then evaluate. electric performance
5 | Temperature 1. Temperature 40°C, air moisture 90-95% RH for 96 hours. P
Humidity test 2. After that test, test set is left in normal temperature, humidity
condition more than 30min, then evaluate.
6 | Heat Shock Test 1. Condition: -30°C/ 1 hour to +80°C/ 1 hour, 60 cycles
2. After that test, test set is left in normal temperature, humidity
condition more than 1 hour, then evaluate.
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7 | Heat/humidity A, C, D : RH=90£10%
Cycle Test B : RH=90£5%
E : No limit
After Scycles, put EUT at room temperature/humidity condition
A B G D E
+70C +707C
+4570 +457C
ERor+20T ERor+20T
-20C -20C
2h 4h 2k 12h Th 2h 1h
Humidity Operate:10~85%. Non-condensing
Storage:5~95%
[ Mechanical Test Items]
Item Conditions Criteria
Drop Test Height of drop: 1m, 1times/each surface (total 6
times), Floor: Hardwood.
Package Drop Test 1. Packaged condition.
2. Drop test points (1) 1 corner (2) 2 edges (3) 4
surfaces, Total: 7times drop test.
3. Height of drop:50cm. Bottom surface drop test
only apply 65cm. No parts remove, no abnormal
Unit Vibration Test 1. Vibration condition:33.3Hz/min. 20.6m/s? mechanic performance, (outside
2. (1)Top/Bottom direction:4-hours (2)Right/Left scratches are acceptable)
direction:2-hours (3) Front/Back direction:2-hours
Package Vibration 1. Vibration condition: 5-55-5Hz/2min.
(1)Top/Bottom direction : 12.5(m/S?)30(min)
(2) Right/left direction : 7.5(m/S?)15(min)*2
AC Plug in/out Test 1. AC Plug in/out test more than 5000times
(AC Blade part) 2.10(times/min). 1 time is in/out action.

Exfoliate with
cellophane tape and
examine it

Use Nichiban 18mm or 24mm width

The reliability to face

@O —40C @ 80°C ® 50°C 909 Each 96 hours

A character do not disappear.
Don’t take the label off the main
body
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each other to come off | @ (3 After, it is a thermal shock examination
the label of 96 cycles
8 | No tally part step Difference of the pitch by height differences of the less than 0.25mm after an
tally part between casts environmental examination
[DC cord Test Items]
Item Conditions Criteria
1 | DC Cord strength | 1. Test part: Between adaptor and DC cord No abnormality such as wire
(adaptor side 2. Pull a cord with 49N(5K gf) force cut, bushing come off
plug side) 3. Time: 1min.
Weight = 4.9N(500g)
= +/-00°
DC Cord Bending Angle . -9 . . .
Cycles in every minute = 40times/min. .
Test . DC Cord Bending Test
2 (adaptor side Test cycles = 1000times (adaptor side plug side)
0 p ide) Note: contrarotate 90%, and then rotate it clockwise with P plug
plug sice 1802(+902~-902 ) , and at last return to origin.
(1 Cycle : 0'=-90'20"=>+90"=0")
[ Safety Test Items]
1 | MTBF Make a measurement condition, a calculation standard clear More than 50,000 hours
2 | Part materials It is maintenance or the incombustibility of contact / part same as UL94V-0; more
materials approaching it in an outer fence, the charge than it
department of the electric part
3 | print board Incombustibility same as UL94V-0; more
than it
4 | No tally part step Difference of the pitch by height differences of the tally part less than 0.25mm after an
between casts environmental examination
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3.4 JMRRLHE Test Circuit
®
907264V Adaptor — —
oo (Vo) 0. 1uF 10uF Load
4 8B Schematic Diagram
SERE| | —T—c1 %m % % : R13 RH“
= T Ay Ili ) |- 7E65“5EC’6" '
= 3 E’% i e
]ﬁ R12 4 DRA : 21 __Lv}ID
Cif3 :
+EC4 VDD = RATN G
GND ' : RAN l_”J
T | ’FB 2 6 il CY2(NC)
A cs i ; RAIN D
_|_CZ l i
=
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012

AN 500c050-30A
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6 FZK& CORD
*150050 |
60+ 15 70+15 60+ 15 Al g
A
*9.5+0.5 ‘(,)\

LAAAN

5.4:0.15

BAEK:

1. 54 MM 20AWG2464 FXLH B, F4AME: A6+26 548K
1500mm; # it FRoHSE Ko SABBERR S WL, Wik, 5% 0 W,
WHAXARMERSE, #1E%IEH

2WAFERY, HAKEIMmMA/-0, HEAERMBER R, HLEAEHD
HER1.15mm MAX, %4 a: A& GAHEPINGDL, BETLENN,
PGk i % ,SR-003fi§ &; SROO3R F 316*5.1mm.

3.SRELNWik: MEIKIOHH, AWHMH, BESKAH #H, I H2mmMAX

AW AWK WA H2KgfMAX,  #i i 310.3KofMIN; 4 # 6000MIN X & 7t i B
WS RHL WP AR B R, B W R 3 0 0.1KefMIN;

5 F#WK: MES000, PA0K/HEOHE, B—HRH— %, EH10004;

6. PLUG 4 % B 41 3% : 100M QMIN7EDC500V/ % ; PLUGH fill Bl # 3 it : 100m Q MAX;

7.5 %, SR, PLUGHE % {71 Ik 4% ™ o9 — Mt 47; 3% ot F FOVDE i 3 F 1 4 i o
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7  AMREBE Cord and Mechanical Drawing (¥4 unit: mm ZifE color: Black)
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e (ap]
[+ N % =

i

R *

*3. OMIN
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*1.5+/-0. 15
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8 SBIRARIN Label
~ | SWITCHING POWER SUPPLY
= B IET  HASHTIY
= B % : AD-AKBO50P300
s A 31: 100-240V~50/60Hz 41-51VA B
e it 71: 5V-—3.0A YYWW e
¥ ' XIAMEN UME ELECTRONICS CO.,LTD. ~ MADE IN CHINA
- 40.0+0/-0.2 -

9 A%FA Packaging

L BE R

S

—— 480 —=

——)
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No | Part No. DESCRIPTION | SPECIFICATION Q’TY Manufacturer
1 | PCB PCB UME-050300C-PCB 1 TSX/GF

2 | R1,R2 Chip R 1.5M Q5% 1206 2 YAGEO/Feng Hua

3 | R3 Chip R 300K Q5% 1206 1 YAGEO/Feng Hua

4 | R4 Chip R 100Q +5% 1206 1 YAGEO/Feng Hua

5 | R5,R6 Chip R 2.4Q+1% 1206 2 YAGEO/Feng Hua

6 |R7 Chip R 2Q+1% 1206 1 YAGEO/Feng Hua

7 | R8 Chip R 6.2KQ+1% 0603 1 YAGEO/Feng Hua

8 | R9 Chip R 300K Q +5% 0603 1 YAGEO/Feng Hua

9 | R10 Chip R 27KQ +1% 0603 1 YAGEO/Feng Hua
10 | R11 Chip R 4.7KQ+5% 0805 1 YAGEO/Feng Hua
11 | R12 Chip R 2.2 Q5% 0805 1 YAGEO/Feng Hua
12 | R13 Chip R 1.5K Q5% 0805 1 YAGEO/Feng Hua
13 | R14 Chip R 22 0 +5% 0603 1 YAGEO/Feng Hua
14 | C1 Chip R 471 500V+10% 1206 X7R 1 YAGEO/Feng Hua
15 | C2 Chip R 22PF 50V 0603 COG 1 YAGEO/Feng Hua
16 | C3 Chip R 105 16V+10% 0603 X7R 1 YAGEO/Feng Hua
17 | BD1 Chip BD ABS8 800V 1A 1 JF/TSC

18 | U1 IC 0B2573T SO-8 1 0B

19 | U2 IC 0B2005WKCP SO-8 1 0B

20 | D1 Chip D A7 1A/1000V/SOD-123 1 MIC/JF

21 | D2 Chip D A7 1A/1000V/SOD-123 1 MIC/JF

23 | EC1,EC2,EC3 | E Cap 10uF 400V+20% 105°C  ®8*16mm(AX) 3 RUBYCON

24 E Cap 4.7uF 50V+20% 105°C ®5*11mm(YXF) RUBYCON

25 = E Cap 4.7uF 50V+20% 105°C ®5*11mm(YXJ ) 1 RUBYCON

26 | EC5 E Cap 1000uF 6.3V+20% 105°C ®6.3*10mm(PZ) 1 AISHI

27 | EC6 E Cap 680uF 10V+20% 105°C ®8*11.5mm(ZLH) 1 RUBYCON

28 | TR transformer TR-050300B 1 HXH/ZY
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29 | A Fuse 5TE T2A/250V 1 XC/SET/FYS
30 | L1 Inductance 450uH ®0.23mm 6*8mm 1 NH/CS/BHD
31 | CY3 Y Cap Y1102 400V+20% P=10mm 1 STE
32 | LN Connector 14.2*2.4*0.3 mm CONT-01 2 Xz
33 DC cord L:1500mm 20AWG 2464 1 DPK/GC
34 Case 1202A Black V-0 1 JLF/XH
35 Case 1202B Black V-0 1 JLF/XH
36 | BLD AC BLD C005-1C 1.5*6.3*24.4 2 GUANQIAO/YO
37 Label NAP-050300H-PSE 1 Yihangxin
38 label 94*88mm 80g 1 CYL
39 Valve bag 160*120*0.05 1 xincheng
40 CARTON 490*356*185mm 0.00667 | FuXing/xinruicheng
41 LINER 485*350*3mm 0.00667 | FuXing
42 Blisters 480*345*30mm 0.04 Xingchengyi
43 White glue AP-688 1.0 JX
44 Solder wire 0.3Ag 0.7Cu 99Sn 0.2 YunNanxiye
45 Solder bar 1Cu 99Sn 0.5 YunNanxiye
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