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      SSSpppeeeccciiifffiiicccaaatttiiiooonnn      fffooorrr      AAApppppprrrooovvvaaalll   
 

Customer ： 株式会社アコン 

   
Part name ： Medical Power Supply 

Description ： 5.0 Volts / 2.0 Amps  

Model no.  ： ATM012T-W050UU (CoC Tier 2) 

Customer P / N ：  

Product  P / N ： ATM012TW050UU000010 

Issued date ： 20 - Jan. - 2025 

Version ： A1 

Issued stamp ： 
 
 
 

Customer’s approval signature 
 

 
ADAPTER TECHNOLOGY CO.,LTD. 
Office (Taiwan)：6F, No.258, Liancheng Rd., Zhonghe District, New Taipei City 235,Taiwan (R.O.C.) 
               TEL：+886-2-8226-2279             FAX：+886-2-8226-2238 

               E-mail : service@adaptertech.com.tw；service_tw@adaptertech.com.tw 

 

Factory (China)：BOAYANG ELECTRONICS CO., LTD. 
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Model no. ： ATM012T-W050UU (CoC Tier 2)

Description ：  5.0 Volts / 2.0 Amps

Part no. ： ATM012TW050UU000010

Version     ： A1

Date        ： 20 - Jan. – 2025
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10.0 W  
Medical Power Supply 

Specification 

USER
機構部門、完整姓名、日期
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機構部門、完整姓名、日期
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  Approval documents / spec. revised records 
  Customer ： 株式会社アコン 

  Model no ： ATM012T-W050UU 

  Original documents content ： Spec. 1100 pages， Attachment 44 pages 

 

RReevviisseedd  
rreeccoorrddss    

No.  
DDaattee   

Description  
( Before / After )  

Page(s)  
revised  

Revised by  
(Adapter/Customer) 

Version 

1 Jan./20/2025 Issue -- Owen A1 
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1. Feature：   

 ♦ Input ： Universal 100 ~ 240 Vac / 50 ~ 60 Hz input，without any slide switch 

 ♦ Output ： 5.0 V / 0 ~ 2.0 A 

 ♦ Case dimension ： 80.2 (L) * 46.0 (W) * 57.5 (H) ± 1 mm 

 ♦ Efficiency ： 
Eff(av) ≧ 78.704 % (at 115 V / 60 Hz input) 
Eff(av) ≧ 79.004 % (at 230 V / 50 Hz input for CoC Tier 2) 
Eff ≧ 69.734 % (at 230 V / 50 Hz input 10 % load for CoC Tier 2) 

 ♦ Safety ： 
I.T.E.：BSMI / PSE 
Medical：UL / cUL  

 ♦ EMC ： FCC (conduction & radiation Class B) 

 ♦ Protection ： 
OVP (Over voltage protection)、SCP (Short circuit protection)、 
OCP (Over current protection) 

 ♦ Suitable for usage at I.T.E., industrial controller, medical 

 ♦ NRCan / DoE Level VI / CEC / GEMS VI / ErP ( Lot 7 ) / CoC Tier 2 

 

2. Input： 
 2.1  Voltage  Universal 100 - 240 Vac，single phase 

 2.2  Frequency  50 ~ 60 Hz 

 2.3  Current  0.32 ~ 0.19 A 

 2.4  Inrush current 
 Cold start at 25 ºC，full load 
60 A max. / 240 Vac ( ac source chroma 6530 ) 
120 A max. / 230 Vac (mains electricity from wall) 

 2.5  Efficiency 
Eff(av) ≧ 78.704 % (at 115 V / 60 Hz input) 
Eff(av) ≧ 79.004 % (at 230 V / 50 Hz input for CoC Tier 2) 
Eff ≧ 69.734 % (at 230 V / 50 Hz input 10 % load for CoC Tier 2) 

 2.6  Power consumption  Pi ≦ 0.075 W (at 115 Vac & 230 Vac & no Load) 

  ※Eff(av) = 
E1 + E2 + E3 + E4 E1=efficiency with 25% rated load，E2=efficiency with 50% rated load 

4  E3=efficiency with 75% rated load，E4=efficiency with 100% rated load

 

3. Output： 

3.1  DC output  Voltage   5.0 V ± 5 % 

  Current   2.0 A max. 

  Regulation   4.75 V min. ~ 5.0 V typ. ~ 5.25 V max. 

  Ripple & Noise   100 mVp-p max. 

  Total power   10.0 W max. 

   Remark : For ripple & noise measurement，use a 20 MHz bandwidth frequency oscilloscope，and add a 0.1 μF multilayer cap.  

            and a low ESR electrolytic cap. (47 μF ) at output connector terminals. (at nominal line voltage，full load)  
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4. Protection :  
 4.1 Over voltage protection (OVP)  12 V max. 

 4.2 Short circuit protection (SCP)   Automatic recovery after short-circuit fault being removed 

 4.3 Over current protection (OCP)  4 A max. 

Remark ： When short circuit protection or over current protection is activated，the power supply will shutdown automatically.

Once the abnormal condition resulting in the failure being removed，the power supply will restart accordingly.  

When over voltage protection is activated，the power supply will shutdown. 

 

5. Safety requirement： 
5.1 Dielectric Strength ： Cut off current 10 mA 

  (1)  Primary to secondary  4000 Vac (RMS) for 1 minute 

5.2 Insulation resistance ：  

  (1)  Primary to secondary 10 MΩ for 500 Vdc 

5.3 Leakage Current ：  

  (1) Touch current < 100 uA for 264 Vac / 60 Hz 

 

6. Operation and environment performance： 
6.1 Temperature range 

Operating  0 ºC - +40 ºC 

Storage -20 ºC - +80 ºC 

6.2 Humidity range (non-condensing) 

Operating    20 % - 80 % RH 

Storage    10 % - 90 % RH 

 6.3 Cooling：By natural air 

 
7. M.T.B.F.：300,000 Hrs. (calculated hours at 25 ºC，by Telcordia SR-332) 
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8. Mechanical :  

 

8.1 Weight : 140 g Ref. 
8.2 Plug : USB type A 
8.3 Case dimension : 80.2 (L) * 46.0 (W) * 57.5 (H) ± 1 mm

8.4 Material flammability : UL 94V-0 Output cable plug pin assignment 
8.5 External appearance : As drawing below (scale → mm)
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9. Label : 

 

9.1 Label materials : Metalized polyester label (silver gloss) 

9.2 Color : Black background with silver printing 
Manual / booklet is blue background (3005C) with Silver Printing 

9.3 Label dimension : 27.5 (L) * 61.8 (W) ± 0.1 mm 

9.4 Label thickness : 75# 
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A. Line regulation test 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 90 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

115 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

132 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

180 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

230 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

264 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

 

B. Efficiency test 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 115 Vac   
DOE  Level VI 

78.704 % min. 83.744 % 83.742 % 83.746 % 

 230 Vac 
COC Tier 2 

79.004 % min. 83.317 % 83.315 % 83.319 % 

 230 Vac 
COC Tier 2 (10 % Load) 

69.734 % min. 77.687 % 77.685 % 77.689 % 

  Eff(av) = 
E1 + E2 + E3 + E4 E1=efficiency with 25% rated load，E2=efficiency with 50% rated load 

4  E3=efficiency with 75% rated load，E4=efficiency with 100% rated load

 

C. Load regulation test 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

115 Vac / 0 % Load 4.75 V ~ 5.25 V 5.150 V 5.168 V 5.147 V 

115 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

115 Vac / 100 % Load 4.75 V ~ 5.25 V 5.041 V 5.059 V 5.037 V 

230 Vac / 0 % Load 4.75 V ~ 5.25 V 5.150 V 5.168 V 5.147 V 

230 Vac / 50 % Load 4.75 V ~ 5.25 V 5.095 V 5.112 V 5.091 V 

230 Vac / 100 % Load 4.75 V ~ 5.25 V 5.041 V 5.059 V 5.037 V 
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D. Ripple & Noise test 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 115 Vac / 100 % Load 100 mVp-p max. 77.2 mVp-p 79.2 mVp-p 77.9 mVp-p 

 230 Vac / 100 % Load 100 mVp-p max. 88.4 mVp-p 87.7 mVp-p 89.4 mVp-p 

 

E. Inrush current 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 230 Vac / 100 % Load 
60 A max. 

(chroma 6530) 
50.2 A 50.1 A 50.2 A 

 

F. Over voltage protection 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 115 Vac / 100 % Load 12 V max. 8.36 V 8.29 V 8.33 V 

 230 Vac / 100 % Load 12 V max. 8.00 V 8.01 V 8.02 V 

 

G. Over current protection 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 115 Vac / 100 % Load 4 A max. 2.97 A 2.97 A 2.97 A 

 230 Vac / 100 % Load 4 A max. 2.97 A 2.97 A 2.97 A 

 

H. Short circuit protection 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 115 Vac / 100 % Load Auto recovery Ok Ok Ok 

 230 Vac / 100 % Load Auto recovery Ok Ok Ok 

 

I. Input power consumption (no load) 
Test result ： 

Test condition Spec. Reading 1 Reading 2 Reading 3 

 115 Vac / 0 % Load ≦ 0.075 W 0.033 W 0.034 W 0.030 W 

 230 Vac / 0 % Load ≦ 0.075 W 0.043 W 0.045 W 0.041 W 
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INSTALLATION INSTRUCTION 
 

 
Manufacturer: Adapter Technology Co., Ltd. 

 

Models: ATM012T-WXXXZ, ATM012T-W050ZU, ATM012T-W052ZU  

(XXX can be 033, 050, 051, 052, 060, 062, 090, 120, 150, 180 or 240; Z can be U or 

V to denote different plug type; U to denots US fixed plug; V to denote 
Replaceable plug.) 
 

1. The switching power supply is intended used for medical electrical equipment.  

The equipment has not been evaluated applied parts that suitable for direct patient 

contact! It shall be evaluated for the end system configuration. 

 

2. Circuit diagrams, descriptions and component parts list will be made available only 

upon request when servicing is required. Please, contact the address below for 

related information. 

Adapter Technology Co., Ltd. 

6F No. 258 Liancheng Rd Zhonghe District New Taipei, 235 Taiwan 

 

3. Environmental conditions: 

 

 
Environmental 

Conditions 

 
Operation 

Temperature (C) 0 to +40 C 
Relative Humidity (%) 10 to 90 %RH 
Atmospheric Pressure (kPa) 540 to 1060 hPa 

Storage/Transportation Temperature (C) -20 to +85 °C 
Relative Humidity (%) 5 to 90 %RH 

 

4. Input Rating: 100-240 V a.c., 50-60 Hz, 0.32-0.19 A 

 

5. The output load shall not exceed the rating: 

Model 
Output  

V d.c. A W 
ATM012T-W033Z 3.3 2.0  6.6 
ATM012T-W050Z 5.0 2.0 10.0 
ATM012T-W050ZU 5.0 2.0 10.0 
ATM012T-W051Z 5.0 3.0  15.0 
ATM012T-W052Z 5.1 2.4 12.24
ATM012T-W052ZU 5.1 2.4 12.24
ATM012T-W060Z 5.9 2.0 11.8 
ATM012T-W062Z 6.2 2.0  12.4 
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ATM012T-W090Z 9.0 1.2  10.8 
ATM012T-W120Z 12.0 1.0 12.0 
ATM012T-W150Z 15.0 0.8 12.0 
ATM012T-W180Z 18.0 0.67 12.06
ATM012T-W240Z 24.0 0.5 12.0 

 
6. "WARNING" Do not modify this equipment without authorization of the 

manufacturer. 

 

7. Any inspection and maintenance tasks must be carried out only by authorized by 

the manufacturer service personnel.  

 

8. The classification of the equipment is: 

- Class II 

- The equipment has not been evaluated applied parts 

- Not AP or APG type 

- Not intended for use in the presence of flammability an aesthetic mixture with 

air or with oxygen or nitrous oxide 

- Intended for continuous operation 

 

9. The equipment provided with fuse (F1) on line conductor, fuse rated T2.0 AL (T6.3 

A), 250Vac, size 8.35 mm x 4.3 mm x 7.7 mm or T1.6 AL, 250Vac, size 4,0 mm x 

11,0 mm. 

 

10. This product is intended to be installed in a circuit with a protector current rating 

20A/16A of circuit breaker. 

 

11.  Expected service life of the power supply: 12 years. 

 

12. ”The equipment intend indoor use only” 
 

13.   “Do not dispose this product in the household waste, please, follow the 

respective national law for proper disposal.” 

 

14. “WARING” Long cord for Strangulation hazard. 
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15.  Upper limit of temperature. Indicates the upper limit of temperature to which 

the medical device can be safety exposed. The upper limit of temperature shall be 

indicated adjacent to the upper horizontal line. 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

ATM012T-W系列外箱印刷: 

側嘜:上方印刷圖示 
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